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High Quality & High Dynam ic Range in 4K  Shooting

High E fficiency＆ Ultra  High Speed Workflow
●New  Low  B it Rate HE VC Codec for E NG ( 4K  60p 1 0bit)
●The ex press  P2  card offers  ultra high speed offloading
●Low er running cost m edia:  m icroP2 card /  SD card
●Weight com parable to a conventional HD shoulder cam corder

●Depth of field secured w ith the B4 lens  m ount and 2/ 3-in.  im age circle
●2000TV-line and w ide dynam ic range w ith the 4.4K  large sensor
●HDR support:  HLG, BT.21 00 ,  BT.2020
●UHD 60/ 50P 4: 2 : 2  1 0bit output v ia 1 2-SDI

1

2

I nnovative Solution by I P Connection3
●HD live s tream ing ( RTMP)  to connect to a live dis tr ibution 
service directly
●I n-cam era NDI | HX com patibility  ( requires  license purchase)
●I P rem ote control:  ROP App ( iOS/ Android)
●Supporting Cloud service ( Under S tudy）

AJ-XXXXXX 
4K ENG Shoulder P2 Camcorder

FY19 New Products AJ-UPX5000, 4K ENG shoulder cam



ROI (Region of Interest) = Selected area within a whole image

Enhance HD shooting efficiency using 8K/Automation technology

Produce up to 5 different HD footage with a single 8K camera

HD
4320

7680

HD

HD

HD

HD

Downconverted HD whole footage

Cropped HD footage (up to 4)

1920 (or 1280)

1080
(or 720)

8K ROI System, July 2019



Image Processing Unit
AK-SHU800

Camera Head
AK-SHB800

Remote controller*2

LAN

Network Switch

LAN

Optical Fiber

HD footage

SDI SDI

Auto Framing Software

Framing Control Software

Panoramic view
(HD)

Available from late 2019

up to 4 HD cut-out footage
(per 1 camera)

Switcher

SDI

- Setting of ROI area control

- Auto framing using
object-recognition/tracking

Software Key
AK-SFC101

X…X-X…X-X…X

Remote Operation
Panel (ROP)

AK-HRP1000*1/1005*1

Image Processing Unit
AK-SHU800

Camera Head
AK-SHB800

Optical Fiber

Image Processing Unit
AK-SHU800

Camera Head
AK-SHB800

Optical Fiber

i) Manual Control

ii) Automatic Control

or

System Configuration (Multiple Camera)

8K ROI System, July 2019



Introducing Panasonic MediaSuite
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Total Flexibility.
Total Scalability.



Introducing Panasonic MediaSuite
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The Best 
Architecture.



Introducing Panasonic MediaSuite
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Total Scalability, Total Flexibility

Platform Core

Unified Control Protocol

Macro
SystemXBar Timeline 

System
Automation 

System

Platform
GUI

Customer 
specific UIs

ST-2110

SDI

HDMI/DVI

IP (H264)
Compressed

NDI

ST-2110

SDI

HDMI/DVI

IP (H264)
Compressed

NDI

3D
 M

apping

C
am

era
C

ontrol

R
obotic

C
ontrol

G
fx

G
enerator

Pixel Processor

Scaler

M
ultiview

er

Sw
itcher

Applications

Description of the basic system :
1 Rack Unit IT server frame
I/O configuration : 32/16 Full-HD-I/O or 8/4 UHD-I/O or any 
mix of
Interfaces : ST2110 / SDI (SD/HD/UHD/Quad/2SI) / NDI / 
DisplayPort 1.2 / HDMI 2.0, etc.
Independent Video formats and Output canvas size 
Server / Control Panel OS : Linux
GUI OS : Linux or Windows
High speed Ethernet network (100Gbps)
Integrated, programmable Multiviewers



Introducing Panasonic MediaSuite
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Traditional switchers have architectural limits : MediaSuite does not.
The system design allows for an unlimited number of Layers.

MediaSuite acts like a “Photoshop” for live video.

MediaSuite offers various SDI and IP inputs and outputs, and 
supports ST2110 standard (incl. PTP) and NDI

Various protocol supported (Automation / Tally / PTZ-Camera / etc..)

The Freedom to Mix



Introducing Panasonic MediaSuite
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Software-based = delay ?
IT based products are not usable in all environments ?

Think again…
MediaSuite offers 1 frame delay processing !

The power and versatility of software is finally 
combined with super low latency !

The Best Architecture
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Gateway 
SDI to
IP

SFP

Gateway
Modules

PCIe I/O-Board

10/25/100 
GbE
3G/12G SDI PCIe

HDMI/D
P

PC
Ie

 G
en

3x
2

3G/12G SDI

3G/12G SDI

Native IP sources: 10/25 GbE (ST-
2110)

3G/12G SDI

HDMI/D
P

100GbE agregation
ports

Nvidia
Quadro

HDMI/D
P

IP 
switch

100GbE NIC

Media Suite 1RU 
Server

PC
Ie

 G
en

3x
2

MediaSuite is not restricted to one specific I/O-solution.

A system can incorporate multiple options at the same time

(depending on customer requirements and complexity of the installation)

HDMI/Display 
Port

Multiviewe
r





PTZ Camera Line-up

AW-HE130
AW-HN130

AW-UE70
AW-UN70

AW-HE40S/H
AW-HN40H

Флагманская модель 
HD камеры

HD камера среднего 
ценового сегмента.

Модель среднего ценового 
сегмента. 4К камера.

AW-HE38H
AW-HN38H

HD камера начального 
ценового сегмента.

AW-HR140
Для уличного 

использования

AW-UE150
Флагманская модель

4K камеры

BRAND NEW 4K ALL-IN-ONE CAMERA

Достижения:Panasonic номер 1 На европейском рынке топовых «PTZ камер». А также демонстрирует рост в Broadcast сегменте.
Занимаемая доля рынка более 70% * *Источник : Futuresource Consulting



• Студии
• Прямые трансляции мероприятий
• Постановочная съемка
• Реалити-шоу
• Арендный рынок
• Нigh-end телеконференции
• Образовательное и корпоративное    
телевидение

AW-UE150WAW-UE150K

КЛЮЧЕВЫЕ ОСОБЕННОСТИ

§ Первая 4K 50p PTZ камера
§ 20x кратный оптический зум
§ Самый широкий угол (75.1°) в классе.
§ Несколько 4K интерфейсов в базе.
§ 12G-SDI, HDMI, Opt. fiber, IP
§ Поддержка HDR и BT.2020
§ Функция «кропирования» из UHD сигнала
§ Поддержка стандарта PoE++
§ Поддержка NDI|HX (опциональная лицензия)

и поддержка RTMP
§ Высокоскоростной наклонно поворотный 

механизм.

2/26
СФЕРЫ ПРИМЕНЕНИЯ



AW-RP150 Product Information 19/26

КЛЮЧЕВЫЕ ОСОБЕННОСТИ
Новый эргономически продуманный джойстик. 
Обеспечивающий полноценное управление камерой одной рукой.
Поворот, наклон и зум (или фокус) можно настроить одной рукой.

§ Большой сенсорный экран для ускорения перемещения по 
меню.

§ Новый эргономичный джойстик.
§ Возможность создания ”preset” и наличие “tracing memory” 

для настройки положения PTZ камеры.
§ 3G-SDI вход для мониторинга изображения с камеры.
§ Поддержка управления до 200 камер подключенных по LAN.
§ Поддержка питания по PoE+
§ 2x интерфейса GPIO

AW-RP150
Новый пульт управления

НОВЫЙ ПУЛЬТ УПРАВЛЕНИЯ AW-RP150



2/26СТУДИЙНОЕ ПРИМЕНЕНИЕ| AW-UE150

Большая 
лампа TALLY

Управление 
Scene files

Поддержка
Tuning system



Поддержка виртуальных студий и дополненной реальности

Serial (FreeD protocol)/synchronized
IP(FreeD protocol)/synchronized

AW-UE150
С июня 2019

СТУДИЙНОЕ ПРИМЕНЕНИЕ| AW-UE150

FreeD protocol
(over UDP network or serial port)

Поддерживается всеми
производителями виртуальных 
студий, от Softlab-NSK до Vizrt



Пример TUNING Floor Dolly



TUNING Ceiling Totem + Dolly



HD Cropping in 4K mode

LAN
MON. OUT

（ç Select CROP Ye/Mg/G）

3G SDI O
U

T

Full HD
Cropped HD video

from full 4K
acquisition area

Full 4K view
for monitoring

DownConv(Full Area)

CROPPING1

CROPPING3CROPPING2

• Select cropping area with camera select button
• Select trimming area with joystick

Select one source for HD 
output from maximum of four 
cropping area

6/26

LAN
SDI IN

BRAND NEW AW-RP150 CONTROLLER

Full view via HD-SDI

12G SDI 

Full 4K view

Cropped HD 
streaming videoe

（à CROP video over LAN）

CROP FUNCTION
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HDMI

FIBER

3G-SDI

• 4K вывод возможен через различные интерфейсы.
• Одновременный вывод 4K & HD
• Одновременный вывод HDR & SDR

Simultaneous outputs

Down-conversion

12GMONI

HD-SDI3G-SDI

LAN

NDIHX
H.264

H.265

UHD@50p
HDR 2020

(fixed)

HD@50p
HDR 2020

HD@50i
SDR

UHD@50p
HDR 709

ЧЕСТНОЕ UHD В 50P | ALL-IN-ONE КАМЕРА
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Поддержка HDR（HLG・BT.2020）
- Поддержка Hybrid Log Gamma（HLG）
- Поддержка цветового пространства BT.2020

Это позволяет захватывать и отображать 
изображение более натурально. Более 

точная отрисовка деталей в тенях и светах. 

ЧЕСТНОЕ UHD В 50P | ALL-IN-ONE КАМЕРА



Оптический зум x20, Интеллектуальный зум iA x32*
Максимальный зум с кропом из 4К. x40 HD
*в режиме кропе HD,из UHD изображения, увеличение составит x24

Пример изображения в HD кропе

Камера

10M

20M

30M

40M

50M

10M 20M 30M 40M 50M

Sony
X1000

Opt.15M 29M

HD
Super
Res.

Panasonic 
AW-HE130 Opt.30M

Сравнение дистанций съемки
Объект высотой 1m будет полностью описан на экране

7/26

48mHD
Crop.

Opt.24m iA29mUHD
HD Opt.24m iA38m

Дистанция
(в метрах)

КОМПАКТНЫЙ РАЗМЕР| AW-UE150



SINGLE CABLE SOLUTION
• Полный контроль через IP  
• AW protocol как известно, легко интегрировать в (AMX, 

Crestron…)
• Поддержка PoE++
• 4K & HD потоковое вещание в кодеках H.265, H.264
• HD потоковое вещание NDI|HX, MJPEG

2/26ЛУЧШАЯ I.T КАМЕРА| AW-UE150
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LAN

LAN 10/100Base-T
PoE++
RTMP / RTSP
NDIHX / H.265  / H.264 / MJPEG
PTZF Data Notification*

SERIAL

SERIAL
AW Protocol
Tally IN/OUT
PTZF Data Notification*

GENLOCK

GENLOCK
BB or TriLevel
PTZF Data Notification*

HDMI

HDMI 2.0
4:2:2 10bit
4:2:0 8bit

12G-SDI

12G-SDI
Also supports
3G-SDI and HD-
SDI

AUDIO
3.5mm Stereo
Line/Mic

FIBER

FIBER OUT
Optional SFP+
Singlemode

3G-SDI

3G-SDI
Level A / B

HD-SDI

HD-SDI
1.5G

*Будущее обновление

Все интерфейсы доступны одновременно. Нет режимов 
приоритета

ЛЕГКАЯ ИНТЕГРАЦИЯ| AW-UE150
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Compatible SFP+ Transceivers 
FINISAR FTLF1429P3BNV (4K)   
FTLF1428P3BNV (HD)
AJA FIBERLC-1RX-12G  
BM 12G-SDI Optical Transceiver 

FIBER SOLUTION - TX 
Концепция: to offer an affordable solution to transmit 4K 
video signal over large distances, by using existing devices 
available from 3rd parties (AJA, BMD)
Преимущества: 
- Use of singlemode fiber (1 wire)
- No need of external converters
- 4K signal can be transmitted up to 10Km
- Same Laser as studio cameras: 1310nm
Limitations: 
- SFP+ Transceiver is not included
- Video (and audio) transmission only
- ST2110 MoIP is not supported 

ЛЕГКАЯ ИНТЕГРАЦИЯ| 4K КАМЕРА
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НОВЫЙ WEB ИНТЕРЕЙС 
Профессиональный web-based GUI с минималистичным 
интерфейсом
- Мониторинг видео в реальном времени
- Управление НПУ
- Управление пресетами
- Функция CROP-контроля
- Настройки ограничений
- Расширенное меню настроек 
- Настройка потокового вещания и управление 
- Версия интерфейса для мобильных устройств

ЛУЧШАЯ I.T КАМЕРА| AW-UE150



PoE++

AW-RP120*

LAN

RS422

Injector GV-PA901

PoE++ Switch  
GS-5220-8UP2T2X

LAN

RS422

AW-RP150

AW-RP50*

*Доступно с Марта 2019

LAN

AK-HRP1000*
AK-HRP1005*

LAN

Web Browser
PTZ Control Center
Virtual USB Driver
Autotracking*

ЛЕГКАЯ ИНТЕГРАЦИЯ| AW-UE150



Спорт не дает нам покоя 
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4K STUDIO CAMERA
AK-UC4000



- Совместимость с объективами B4 (2/3”)
- Компактный размер и продуманный дизайн
- Большая глубина резкости

Expansion
Lens

Large MOS
sensor

Compact 4K camera
with affordable pixel size

B4 mount

UHD
ＨＤ

2/3” B4 крепление объектива, 4K Студийная камера



Horizontal / Vertical Resolution   
- 4.4K image sensor achieves 2000 TVL

High sensitivity & Low noise
- Sensitivity: F10 (59.94 Hz) / F11 (50 Hz) 
- S/N: 62dB

Variable HDR (HLG), BT.2020 support
- HLG curve can be adjusted in Black Gamma and Knee.
- UCU600 can output UHD HDR and HD SDR (with offset gain ) simultaneously

Key Features (1/2)



System example : Multi control system

AJ-PX270

camera control data

Power supply for 
HRP1000/1005

AK-HRP1000/1005

AW-HE130

AK-UB300

PoE HUB PoE HUB

OPT fiber
AK-UCU600

ROP can select and control
each camera
through IP connection

CAM1: AK-UC3000
CAM2: AK-UB300
CAM3: AW-HE130
CAM4: AJ-PX270

Power supply for 
HE130

AK-HRP1000/1005 can control
not only AK studio camera but
also AW remote camera and 
camera recorders 

AK-UC4000

Remote Operation Panel AK-HRP1000/1005



4K Studio Camera
AK-UC4000

Remote Control Panel
AK-HRP1000/1005

Camera Control Unit
AK-UCU600

Viewfinder
AK-HVF100

Master Setup Unit
AK-MSU1000

Build-up Unit
AK-HBU500

Studio & Box Camera System

PTZ option

Camera Control Unit
AK-UCU500

4K Studio Camera
AK-UC3000

4K Box Camera
AK-UB300



VARICAMs & EVA1 APPROVED BY: 



VariCam LT Firmware V6.0



ACHIEVE YOUR VISION
CINEMA VARICAM | EVA1





Internal 4K recording

ROP
HRP1000

HD switcher

Post production
Final grading
4K delivery

EDL 
+

Internal 4K
recording

SDI OUT

LAN
Return video 

System configuration “ HD live output ”

PoE+ Hub

HD Display

HD recording

HD Broadcast



Varicam v6.0 + DTS*
4K live production

Streaming

• 4K Raw output is converted to 4K YCbCr
• Full paint control from Sony RCP
• Create and upload LUT from PC
• Control CDL from PC  
• Shading can be recorded in camera
• Rec and Call from RCP (TBC)
• Tally and return video management
• Fan live mode (silent)

Internal 4K recording
with shading

3rd party HF intercom

Post production
Easy grading (shading recorded)

4K Display

4K recording

w/ 
shading/grading

DTS  
protocol converter

4K switcher

EDL 
+

Internal 
recording

DTS 
fiber adapter 

4K RAW to 4K 
YCbCr

DTS  CCU

Tally

Return 
video 

switching

* Demonstration at NAB2018 main booth 

Mac/PC

Broadcast

System configuration “ 4K live output ”

ROP
HRP1000





B4 Lens adapter 

B4  to EF mount adaptor  (~800€)
With 2x extender engaged on the lens



3rd party remotes

RM-30BP Libec ZFC-L
Zoom & Focus control

Manfrotto MVR901ECLA
Zoom & Focus control

VariZoom VZSTEALTH 
Zoom Control

Iris, Focus and Zoom* control

*Zoom control available only on CN-E lenses 



Remote control

EVA ROP 

By Panasonic Corporation

• Free of charge 

• for iPad & iPhone on App Store

• Available for Androïd tablet on Google Play

• Requires optional wi-fi dongle (AJ-WM50, D-Link DWA-171 )

• USB3.0 to LAN adapter for wired connection



UGREEN FBA_20256                                Plugable USB3-E1000 

NEW USB–LAN ADAPTER SUPPORT



Cy-VP4

Cy-GWY

POE+ switch

Video switcher

SDI

Cy-RCP

Record 4K V-Log

3D LUT & video 
processing**

Camera setting
Paint setting

Tally and POE+*

Cy-CIO

* POE+ : waiting for tests results with EVA1
** CyVP4 availability: dec 2018

MULTICAM 
SETUP



AG-CX350

New 1.0” MOS sensor

Новый 15 Мегапиксельный сенсор 1.0” 2000TV-Линий
Чувствительностью F13
Режимы переменной частоты кадров и Slow Motion:
от 1к/с до 60/50к/с (UHD/FHD), и до 120/100fps (FHD)



“CX Series” 
Концепция новой линейки CX 

камер.

Первопроходец AG-CX350 предложит
пользователям широчайший набор функций,
которые в свою очередь откроют новые
возможности для видео производства. AG-CX350 по
сути является «продолжателем» двух камер :
AJ-PX270 и AG-UX180. Так как соединяет в себе
крупный 4К сенсор, и работу в кодеках Р2 (будет
добавлено чуть позднее).

Концепция : «креативность» «коммуникабельность“

CREATIVITY × CONNECTIVITY
AG-CX350 : 
• HDR SUPPORT
• UHD 10BIT REC
• LOW COST WF

AG-CX350 : 
•LIVE STREAMING
•IP CONTROLLABLE
•NDI|HX READY*1

4K/HDR 10BIT REC | LIGHT & QUICK WORKFLOW | LIVE STREAMING





Будем посмотреть…



THANKS A LOT 
Что не уснули J


